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Section 1  
Background 

Entergy Arkansas, Inc. (Entergy) operates the Entergy White Bluff Plant (Plant), located at 1100 

White Bluff Road, Redfield, AR 72132.  This Plant operates two Water Recycle Ponds: A and B 

(Ponds), as part of its process water system for bottom ash transport.  Pursuant to United States 

Environmental Protection Agency (USEPA) Disposal of Coal Combustion Residuals (CCR) 

From Electric Utilities Final Rule (CCR Rule) Section 40 Code of Federal Regulations (CFR) 

§ 257.82, this Initial Inflow Design Flood Control System Plan (Plan) presents the design and 

construction features of the Ponds that adequately manage and maintain the inflow design 

flood control system.  

1.1 Documents Reviewed 
To develop this plan the following documents were reviewed by TRC: 

 Design drawings by Chas. T. Main, Inc. for the White Bluff Steam Electric Station: 1977‐

1980 – 2800MW (Net) Installation – Units 1 Thru 4: Surge Pond Overflow: 

— Holding Pond No. 2 and Water Treating Area – Plan.  Rev. 8, 1/24/83.  Drawing 

3022‐00 

— Holding Pond No. 2 and Water Treating Area – Section and Details.  Rev. 2, 

10/27/81.  Drawing No. 3022‐01 

 Entergy’s Flow Diagram drawing for Ash Disposal for White Bluff Units 1, 2, 3, and 4.  

Rev. 0, 1/4/95.  Drawing 2028‐00 

 Topographic Survey performed by B&F Engineering, Inc. 10/4/18 

— Recycle Ponds Plan View.  Drawing EX 1/3 

— Recycle Ponds Profiles.  Drawings EX 2/3, EX 3/3 

1.2 Existing Conditions 
The Plant is located near Redfield, Jefferson County, Arkansas (Figure 1).  The Plant is located at 

approximate latitude 34˚25’11.4” N, longitude 92˚9’20.60” W (front gate).  The Ponds are located 

to the southeast of the Plant.  Pond A has an approximate surface area of 7.0 acres and Pond B 

has an approximate surface area of 6.5 acres.  The typical water level elevation in each pond is 

approximately 278 ft North American Vertical Datum of 1988 (NAVD88) based on field 

observations during June 2018.  Topography surrounding the immediate vicinity of the Ponds is 
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generally flat‐lying, with existing ground surface elevations ranging from approximately 277 to 

285 ft NAVD88.  Natural topography in the vicinity of the ponds is gently to steeply sloping. 

Water contained in the Ponds is part of the facility’s bottom ash transport system.  There are 

storm water swales around the Ponds to control storm water and limit the volume of run‐on.  

The natural ground beyond the ponds gently slopes to the southeast.  A topographic survey 

completed by B&F Engineering, Inc. in October 2018 confirmed the elevations of the top of berm 

and surrounding areas. 
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Section 2  
Inflow Design Flood Control 

40 CFR § 257.82 specifies requirements for hydrologic and hydraulic capacity of CCR units.  The 

purpose of this report is to demonstrate the hydrologic and hydraulic capacity of the Ponds 

meet the requirement of the CCR Rule.  Per ERM’s Report, Pond A was classified as low hazard 

in accordance with 40 CFR § 57.73 due to the low berm height and the anticipated capacity of 

the adjacent plant water retention structures on the Plant property to safely receive a discharge 

from a potential berm failure.  Pond B is incised, and a hazard potential classification is not 

required per 40 CFR § 57.73(a) according to the same report.  Based on the low hazard potential 

classification for Pond A, both ponds were evaluated to determine if the flow into the units 

during and following the peak discharge of the 100‐year flood was adequately managed 

[40 CFR § 257.82(a)(3)(iii)]. 

The Ponds were designed and utilized as part of the Plant’s bottom ash transport water 

system.  The design meets the requirements of 40 CFR § 257.82(a)(1), (2) and (3), which states: 

(1) The inflow design flood control system must adequately manage flow into the CCR unit during and 

following the peak discharge of the inflow design flood specified in paragraph (a)(3) of this section. 

(2) The inflow design flood control system must adequately manage flow from the CCR unit to collect and 

control the peak discharge resulting from the inflow design flood specified in paragraph (a)(3) of this 

section. 

(3) The inflow design flood is: 

  (i) For a high hazard potential CCR surface impoundment, as determined under 40 CFR 

§ 257.73(a)(2) or 40 CFR § 257.74(a)(2), the probable maximum flood; 

  (ii) For a significant hazard potential CCR surface impoundment, as determined under 40 CFR 

§ 257.73(a)(2) or 40 CFR § 257.74(a)(2), the 1000‐year flood; 

  (iii) For a low hazard potential CCR surface impoundment, as determined under 40 CFR 

§257.73(a)(2) or 40 CFR § 257.74(a)(2), the 100‐year flood (Pond A); 

(iv) For an incised CCR surface impoundment, the 25‐year flood (Pond B). 

The Flood Insurance Rate Map for the Plant (Federal Emergency Management Agency, 2009) 

indicates that the Ponds are located in an area determined to be outside the 0.2 percent annual 

chance flood, refer to Appendix B.  Figure 2 shows the extents of the 100‐year flood.  The Ponds 
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are located in an area that is above the 100‐year flood elevation; therefore, a dedicated system to 

control flood waters is not required.  The Ponds have been designed with several inflow control 

features presented in the sections below to mitigate and control stormwater inflows during a 

100‐year storm event. 

In addition to the flood control requirements above, 40 CFR § 257.82(b) addresses discharges: 

Discharge from the CCR unit must be handled in accordance with the surface water requirements under 

§257.3‐3. 

The Ponds were designed and utilized as part of the Plant’s bottom ash transport water system 

and comply with the requirements of 40 CFR § 257.82(b).  Water discharges from the Plant are 

permitted through the Arkansas Department of Environmental Quality (ADEQ) for the 

National Pollutant Discharge Elimination System. 

2.1 Recycle Ponds Operation 

2.1.1 Recycle Pond-Current Operation 

Site infrastructure enables the Ponds to be operated either singularly, in parallel, or in series.  

Each pond has a 24” inlet pipe from the Plant.  Additionally, Pond A has an inlet from an 

overflow weir in Pond B at elevation 273 ft NAVD88.  The Ponds can be drained via pumps 

in a pump house located between the ponds with a 30‐inch intake pipe from each pond.  The 

Ponds were designed to operate with 2 feet of freeboard, height difference from the top of 

the surrounding ground surface to the design water level. 

The following control measures are implemented during operation to control the water levels in 

the Ponds: 

 An overflow weir at elevation 273 ft NAVD88 in Pond B that drains to Pond A. 

 The ability to divert flow from Pond B to Pond A if water levels become higher than 

anticipated. 

 Operate pumps as needed to control the pond water levels.  

 An 18‐inch diameter emergency overflow pipe at elevation 279.65 ft NAVD88 that drains to 

the Surge Pond. 

 Regularly check and maintain grades surrounding the ponds to minimize the area 

contributing to storm water run‐on. 
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2.1.2 Recycle Ponds – Pond A Closure 

It is anticipated that Pond A (south pond) will be closed by removal of CCR.  The following 

control measure will be implemented during operation of Pond B to control the water level: 

— Operate pumps as needed to control the pond water levels. 

— An 18‐inch diameter emergency overflow pipe at an appropriate elevation that 

drains to the Surge Pond. 

— Regularly check and maintain grades surrounding Pond B to minimize the area 

contributing to storm water run‐on. 

2.2 Run-on Control 
As designed, the Ponds meet the requirement to control the storm water run‐on from a 100‐year, 

24‐hour storm event based upon the Precipitation Frequency Estimates from the National 

Oceanic and Atmospheric Administration.  As designed, the Ponds meet the requirement to 

operate with at least two feet of freeboard, height from the design water elevation to the top of 

berm elevation.  The storm water run‐on volume calculated for the design storm was compared 

to the storage capacity above the Ponds design operating elevation.  The evaluation determined 

that there is sufficient capacity in the Ponds when operating with two feet of freeboard to accept 

run‐on volume from a 100‐year, 24‐hour storm event, refer to Appendix B.   

2.3 Pumping Capacity 
It is assumed that the pump station is equipped with three pumps with a rated pumping 

capacity of 2,475 gallons per minute (gpm) at 320 feet of head for Unit 1 and Unit 2 based on the 

system flow diagram for ash disposal (Entergy, 1995).  A calculation was performed to 

determine length of time required to remove the anticipated run‐on due to a 100‐year, 24‐hour 

storm event assuming an outflow rate of 9,950 gpm, refer to Appendix B.  The calculations 

resulted with a 15‐hour time requirement to remove the anticipated storm water run‐on.  This 

calculation shows that pumping rates are sufficient in controlling water levels in the Ponds. 

2.4 Conclusions 
The Ponds meet the requirements of 40 CFR § 257.82 of adequately controlling the inflows and 

outflows of peak discharge at the Plant for the following reasons: 

 The Ponds are located outside of the 100‐year floodplain. 

 The Ponds were adequately designed to withstand a 100‐year, 24‐hour storm event. 

 The pumping rates are sufficient to control the water levels in the Ponds. 
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Section 3  
Notifications 

In accordance with 40 CFR § 257.105(g), Entergy will post to the Plant’s Facility Operating 

Record (FOR) the Initial Inflow Design Flood Control System Plan.  The Director of the ADEQ 

will be notified when documents are available as per 40 CFR § 257.106(g) and notices and 

documents will be placed on Entergy’s CCR website consistent with 40 CFR § 257.107(g).   
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Section 4 
Amendment and Periodic Plan Revision 

In accordance with 40 CFR § 257.82(c)(2), Entergy may amend this Initial Inflow Design Flood 

Control System Plan at any time.  Specifically, Entergy will amend the inflow design flood 

control system plan whenever there is a change in the operation of the CCR unit that would 

substantially affect the written plan in effect.  A periodic inflow design flood control system 

plan must also be prepared every 5 years from the completion date of this plan.  Recordkeeping, 

Notification and Posting requirements of 40 CFR § 257.105, 257.106 and 257.107 will be 

followed. 
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Appendix B  
Storm Water Calculations 

 Storm Water Run‐On Calculation 

 Pumping Time Estimate 

 



8/23/2018 Precipitation Frequency Data Server

https://hdsc.nws.noaa.gov/hdsc/pfds/pfds_printpage.html?lat=34.4164&lon=-92.1326&data=depth&units=english&series=pds 1/4

NOAA Atlas 14, Volume 9, Version 2 
Location name: Redfield, Arkansas, USA* 
Latitude: 34.4164°, Longitude: -92.1326° 

Elevation: 279.97 ft**
* source: ESRI Maps 

** source: USGS

POINT PRECIPITATION FREQUENCY ESTIMATES

Sanja Perica, Deborah Martin, Sandra Pavlovic, Ishani Roy, Michael St. Laurent, Carl Trypaluk, Dale
Unruh, Michael Yekta, Geoffery Bonnin

NOAA, National Weather Service, Silver Spring, Maryland

PF_tabular | PF_graphical | Maps_&_aerials

PF tabular
PDS-based point precipitation frequency estimates with 90% confidence intervals (in inches)1

Duration
Average recurrence interval (years)

1 2 5 10 25 50 100 200 500 1000

5-min 0.445
(0.373‑0.534)

0.504
(0.422‑0.605)

0.598
(0.498‑0.718)

0.673
(0.558‑0.811)

0.773
(0.621‑0.949)

0.847
(0.669‑1.05)

0.919
(0.705‑1.16)

0.989
(0.733‑1.28)

1.08
(0.774‑1.43)

1.14
(0.804‑1.54)

10-min 0.652
(0.546‑0.782)

0.738
(0.617‑0.886)

0.875
(0.730‑1.05)

0.985
(0.818‑1.19)

1.13
(0.910‑1.39)

1.24
(0.979‑1.54)

1.35
(1.03‑1.71)

1.45
(1.07‑1.88)

1.58
(1.13‑2.09)

1.67
(1.18‑2.25)

15-min 0.796
(0.666‑0.953)

0.900
(0.753‑1.08)

1.07
(0.890‑1.28)

1.20
(0.997‑1.45)

1.38
(1.11‑1.69)

1.51
(1.19‑1.88)

1.64
(1.26‑2.08)

1.77
(1.31‑2.29)

1.93
(1.38‑2.55)

2.04
(1.44‑2.75)

30-min 1.19
(0.996‑1.43)

1.35
(1.13‑1.62)

1.61
(1.34‑1.93)

1.81
(1.50‑2.18)

2.08
(1.67‑2.55)

2.28
(1.80‑2.83)

2.47
(1.90‑3.13)

2.66
(1.97‑3.44)

2.89
(2.07‑3.82)

3.05
(2.15‑4.11)

60-min 1.59
(1.33‑1.91)

1.80
(1.51‑2.16)

2.14
(1.79‑2.57)

2.42
(2.01‑2.92)

2.79
(2.24‑3.43)

3.07
(2.42‑3.82)

3.34
(2.57‑4.24)

3.61
(2.68‑4.68)

3.96
(2.84‑5.25)

4.21
(2.96‑5.67)

2-hr 1.99
(1.67‑2.37)

2.25
(1.89‑2.68)

2.68
(2.25‑3.19)

3.03
(2.53‑3.62)

3.50
(2.83‑4.28)

3.86
(3.07‑4.77)

4.21
(3.26‑5.31)

4.57
(3.41‑5.88)

5.03
(3.63‑6.63)

5.37
(3.80‑7.19)

3-hr 2.23
(1.89‑2.65)

2.53
(2.13‑3.00)

3.01
(2.54‑3.58)

3.42
(2.86‑4.07)

3.97
(3.24‑4.85)

4.40
(3.52‑5.43)

4.83
(3.75‑6.08)

5.27
(3.95‑6.77)

5.85
(4.25‑7.69)

6.29
(4.47‑8.38)

6-hr 2.68
(2.28‑3.15)

3.05
(2.59‑3.59)

3.67
(3.11‑4.33)

4.20
(3.54‑4.97)

4.94
(4.06‑6.00)

5.52
(4.45‑6.78)

6.12
(4.79‑7.66)

6.73
(5.09‑8.62)

7.56
(5.53‑9.90)

8.20
(5.87‑10.9)

12-hr 3.17
(2.72‑3.71)

3.66
(3.12‑4.27)

4.46
(3.80‑5.22)

5.15
(4.37‑6.05)

6.13
(5.07‑7.41)

6.91
(5.60‑8.44)

7.71
(6.08‑9.60)

8.54
(6.50‑10.9)

9.67
(7.13‑12.6)

10.6
(7.60‑13.9)

24-hr 3.72
(3.21‑4.32)

4.31
(3.71‑5.00)

5.30
(4.55‑6.16)

6.15
(5.25‑7.18)

7.37
(6.14‑8.85)

8.34
(6.81‑10.1)

9.34
(7.41‑11.6)

10.4
(7.96‑13.1)

11.8
(8.77‑15.3)

12.9
(9.38‑16.9)

2-day 4.35
(3.76‑5.00)

5.01
(4.33‑5.76)

6.13
(5.29‑7.07)

7.10
(6.10‑8.22)

8.49
(7.12‑10.1)

9.60
(7.89‑11.6)

10.7
(8.59‑13.2)

12.0
(9.23‑15.0)

13.6
(10.2‑17.5)

14.9
(10.9‑19.4)

3-day 4.76
(4.14‑5.46)

5.46
(4.74‑6.26)

6.65
(5.75‑7.63)

7.66
(6.61‑8.83)

9.12
(7.68‑10.8)

10.3
(8.48‑12.3)

11.5
(9.22‑14.1)

12.8
(9.88‑16.0)

14.5
(10.9‑18.5)

15.8
(11.6‑20.5)

4-day 5.10
(4.44‑5.82)

5.83
(5.07‑6.66)

7.06
(6.13‑8.08)

8.11
(7.01‑9.32)

9.61
(8.11‑11.4)

10.8
(8.94‑12.9)

12.1
(9.69‑14.7)

13.3
(10.4‑16.6)

15.1
(11.4‑19.3)

16.5
(12.1‑21.3)

7-day 5.93
(5.19‑6.72)

6.73
(5.89‑7.64)

8.06
(7.04‑9.18)

9.20
(7.99‑10.5)

10.8
(9.15‑12.7)

12.1
(10.0‑14.3)

13.4
(10.8‑16.2)

14.7
(11.5‑18.2)

16.5
(12.5‑20.9)

17.9
(13.2‑23.0)

10-day 6.71
(5.89‑7.58)

7.55
(6.63‑8.54)

8.94
(7.83‑10.1)

10.1
(8.82‑11.5)

11.8
(9.99‑13.7)

13.1
(10.9‑15.4)

14.4
(11.6‑17.3)

15.7
(12.3‑19.4)

17.5
(13.3‑22.1)

18.9
(14.0‑24.2)

20-day 9.07
(8.02‑10.2)

10.0
(8.84‑11.2)

11.5
(10.2‑13.0)

12.8
(11.2‑14.4)

14.5
(12.4‑16.8)

15.8
(13.3‑18.5)

17.2
(14.0‑20.5)

18.5
(14.6‑22.6)

20.3
(15.4‑25.3)

21.6
(16.1‑27.4)

30-day 11.0
(9.77‑12.3)

12.1
(10.7‑13.5)

13.8
(12.2‑15.5)

15.2
(13.4‑17.1)

17.1
(14.7‑19.7)

18.6
(15.6‑21.6)

20.0
(16.3‑23.7)

21.4
(16.9‑26.0)

23.2
(17.7‑28.8)

24.5
(18.4‑31.0)

45-day 13.3
(11.9‑14.8)

14.7
(13.1‑16.4)

16.9
(15.0‑18.8)

18.7
(16.5‑20.9)

21.0
(18.0‑23.9)

22.7
(19.1‑26.2)

24.3
(19.9‑28.6)

25.9
(20.5‑31.2)

27.9
(21.4‑34.5)

29.3
(22.0‑36.9)

60-day 15.3
(13.6‑16.9)

17.0
(15.1‑18.8)

19.7
(17.5‑21.8)

21.8
(19.3‑24.3)

24.6
(21.1‑27.9)

26.6
(22.4‑30.6)

28.5
(23.4‑33.5)

30.3
(24.1‑36.5)

32.6
(25.0‑40.1)

34.2
(25.8‑42.9)

1 Precipitation frequency (PF) estimates in this table are based on frequency analysis of partial duration series (PDS).
Numbers in parenthesis are PF estimates at lower and upper bounds of the 90% confidence interval. The probability that precipitation frequency estimates
(for a given duration and average recurrence interval) will be greater than the upper bound (or less than the lower bound) is 5%. Estimates at upper
bounds are not checked against probable maximum precipitation (PMP) estimates and may be higher than currently valid PMP values.
Please refer to NOAA Atlas 14 document for more information.
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 Volume Summary

Name Type Cut 
Factor

Fill 
Factor

2d Area
(Sq. Ft.)

Cut
(Cu. Yd.)

Fill
(Cu. Yd.)

Net
(Cu. Yd.)

 North 
Pond - 
Freeboard 
Volume

 full  1.000  1.000  279631.43  0.00  19945.50  19945.50<Fill>

 South 
Pond - 
Freeboard 
Volume

 full  1.000  1.000  303650.46  0.00  21745.33  21745.33<Fill>

 Totals

2d Area
(Sq. Ft.)

Cut
(Cu. Yd.)

Fill
(Cu. Yd.)

Net
(Cu. Yd.)

 Total  583281.89  0.00  41690.83  41690.83<Fill>

* Value adjusted by cut or fill factor other than 1.0
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